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Abstract
The rheological properties of short fiber reinforced polypropylene were investigated. Flax and Tencel
VR
are two cellulose based fibers used in
this study. Flax fibers are extracted from the bast of plants. They are composed of thin elementary fibers and rigid thick bundles made of
elementary fibers “glued” together. Tencel
VR
is a man-made cellulosic fiber spun from cellulose solution, with a uniform diameter, thin, and
flexible. First, fiber dimensions before and after compounding were analyzed. Both types of fibers were broken during compounding. Flax
shows larger length and diameter than Tencel
VR
, but aspect ratio of flax is smaller. The reason is that after compounding flax remained in
bundles. Dynamic viscosity, elastic and viscous moduli were studied as a function of fiber type, concentration (from 0 to 30wt. %), and
composite temperature (from 180 to 200 C). All TencelVR -based composites showed higher apparent yield stress, viscosity, and moduli
compared to flax-based composites at the same fiber concentrations. The results are analyzed in terms of the influence of fiber type, aspect
ratio, and flexibility. The importance of considering fiber morphology is demonstrated as far as it controls fiber flexibility and fiber-fiber
interactions.VC 2016 The Society of Rheology. [http://dx.doi.org/10.1122/1.4938224]
I. INTRODUCTION
Natural fiber-reinforced thermoplastics represent today
a great potential enabling competition with glass fiber rein-
forced polymers. For example, in 2010, 13% of the 8.7 mil-
lion tonnes of the global fiber reinforced plastic market was
taken by natural fibers reinforced polymers [1]. The advan-
tages of natural fibers over glass are threefold. Natural fibers
come from renewable resources, they are cheap and
30%–40% lighter than glass fibers. Natural fiber-reinforced
thermoplastics are processed in the molten state via conven-
tional ways such as extrusion and injection or compression.
The understanding of composite rheological properties is
thus a prerequisite for controlling, predicting, and also mod-
eling composite processing.
One of the earliest rheological studies of natural fiber
based composites was performed by Basu et al. [2] who com-
pared the capillary rheology of jute- and glass fiber-filled
polypropylene (PP). Authors showed that in both systems the
viscosity of composite increases with increasing the fiber
content at low shear rates, as expected, and converges to
practically the same value at high shear rates. The increase of
all viscoelastic properties (dynamic moduli, first and second
normal stress differences, extensional viscosity) of polymer
composites with nonspherical fillers, including natural fibers,
was demonstrated in the review by Barnes [3]. Dynamic rhe-
ology of PP reinforced with jute [4], wood flour [5], hemp [6]
and flax [7,8] showed that the complex viscosity increases
with the increase in the fiber content at low shear rates, and to
lesser extent at higher shear rates in the shear thinning
regime. For hemp-, flax-, and sisal-based composites, an
apparent yield stress was observed at low shear rates and high
fiber content [6–8]. The yield behavior was interpreted by the
formation of an elastic networklike structure due to fiber-
fiber interactions. Such a rheological response is similar to
that of glass fiber reinforced thermoplastic [9–11]. The influ-
ence of compatibilizer (type and concentration) on visco-
elastic properties of flax/PP and wood flower/polyethylene
composites was studied by Sojoudiasli et al. [8] and Hristov
and Vlachopoulos [12], respectively.
In most rheological studies of natural fiber reinforced
polymers, the approaches used are those developed for sus-
pensions of rigid particles of various aspect ratios. For exam-
ple, the apparent yield stress is correlated only with fiber
aspect ratio and concentration. However, natural fibers have
a structure and a composition which are far more compli-
cated than those of synthetic or glass fibers. Most natural
fibers (except cotton) are “composites” themselves organized
in bundles made of several elementary fibers. Depending on
the processing conditions, these bundles may separate into
elementary fibers. The natural fiber-polymer composite is
thus a “mixture” of stiff bundles widely dispersed in diame-
ter and length, and flexible or semiflexible elementary fibers
of various lengths [13–16]. Therefore, fibers have different
flexibilities and mechanical properties. It was shown that
fiber elastic modulus decreases with the increase of bundle
diameter [17–19]. There is thus a distribution of diameter
and elastic modulus for natural fibers, which is not the case
for glass fibers.
To interpret the rheological properties of a suspension of
flexible fibers, Switzer et al. [20] used the criterion of flexi-
bility F that couples the fiber Young’s modulus and the fiber
aspect ratio with the shear stress
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where L/D is the aspect ratio, gm is the matrix viscosity, _c is
the shear rate, and E is the fiber Young’s modulus. When F
! 1, fibers are perfectly flexible threads; when F ! 0
fibers become rigid and retain their shape under flow.
Keshtkar et al. [21] applied this criterion to study steady-
state and dynamic rheology of model synthetic fibers dis-
persed in silicone oil. They showed that for the same aspect
ratio, shear stress, and fiber concentration, higher viscosity
was obtained for fibers with higher flexibility. This trend was
more pronounced for concentrated suspensions. They con-
cluded that with more flexible fibers a “stronger structure” is
formed due to a larger number of fiber-fiber interactions.
According to this statement, a higher apparent yield stress ry
is expected for suspensions with more flexible fibers, as
proved by Kerekes et al. [22] and Bennington et al. [23] for
pulp and synthetic fibers immersed in water-based liquids.
They defined the yield stress appearing due to the presence
of fiber network (friction between fibers, elastic response due
to fiber bending, etc.) as follows:




where a, b, c, and d are constants for a given fiber type and /
is the fiber volume fraction. Bennington et al. [23] derived a
theory for evaluating the yield stress based on elastic fiber
bending that induces frictional resistance at fiber contact
points. They obtained Eq. (2) with theoretical exponents
b¼ 3, c¼ 1, and d¼ 2, a being an adjustable value.
The aim of this work is to study the influence of fibers
type, flax vs Tencel
VR
, fiber concentration, and flexibility on
the rheological behavior of molten natural fiber thermoplas-
tic composite. We used the approaches developed for classi-
cal suspensions described above and applied them on
cellulosic fiber-based polymer composites. The morphology
of the chosen fibers is very different, which is expected to
influence composite viscoelastic properties. Flax is a natural
fiber represented by a mixture of semirigid thin elementary
fibers and thick rigid bundles in which elementary fibers are
glued together. Flax is known to have one of the best
mechanical properties over the family of lignocellulosic
fibers [24]. Tencel
VR
is man-made pure cellulose fiber, thin,
flexible, and with a uniform diameter over all the fiber popu-
lation. One of the advantages of Tencel
VR
is to be composed
only of cellulose. Therefore, it degrades under temperature
much less than lignocellulosic fibers. To the best of our
knowledge, there is no study demonstrating the influences of
cellulosic fiber type, morphology, and flexibility on the
rheological properties of composites, whereas this seems
extremely important for understanding and predicting the
composite behavior during processing.
First, fiber length and diameter distributions in the com-
posite are determined. The goal here is to demonstrate the
importance of considering both fiber length and diameter to
assess the fiber flexibility when dealing with flax fibers.
Then, dynamic rheology results are presented for different
fiber concentrations and composite temperatures. Finally, the
influence of temperature and of fiber type and flexibility on
viscoelastic properties is discussed.
II. MATERIALS AND METHODS
A. Materials
The PP used as composite matrix is PPH9020 from Total
Petrochemical. It is a homopolymer with a melting tempera-
ture of 165 C and a melt-flow index of 25 g/10min (230 C,
2.16 kg) as given by the manufacturer.
Two types of cellulosic fibers were used: flax and
Tencel
VR
. Flax fibers were supplied by Dehondt Technologies
(France) as NATTEX roving, Drakkar variety, harvested in
France in 2010. These rovings were retted, scotched, combed,
and then cut to a length of 0.5mm by Apply Carbon. The
initial state of flax is shown in Fig. 1(a). The elastic modu-
lus may vary from 30 to 110GPa, as reported in Charlet
et al. [15,16].
The second type was Tencel
VR
fibers. These are man-made
cellulose II fibers produced with Lyocell process, kindly pro-
vided by Lenzing AG (Austria). Tencel
VR
fibers are made by
wet-spinning of eucalyptus pulp that is dissolved in N-methyl-
morpholine-N-oxide monohydrate. They are individual flexible
fibers with a diameter of 10–11lm [Fig. 1(b)]. Fibers with the
average length of around 400lm, as given by the producer,
were made from longer fibers by milling. The elastic modulus
is 10–15GPa according to Lenzing.
Decalin (decahydronaphthalene) from Sigma-Aldrich was
used to dissolve PP to enable the fiber size analysis.
B. Composite compounding
Composites with 5, 10, 20, and 30wt. % of fibers were pre-
pared in a twin screw extruder. Before compounding, fibers
were dried at 105 C for 2h. To improve the adhesion between
fibers and matrix, a compatibilizer, such as maleic anhydride
grafted PP, is usually added to PP. However, adding compatibil-
izer strongly influences matrix and thus composite viscoelastic
properties (see, for example [6–8, 12]). This may trigger prob-
lems to interpret results especially when different fiber concen-
trations are used. Two issues are possible. First, when the
amount of compatibilizer is proportional to that of fibers, the
viscosity of the matrix/compatibilizer blend decreases compared
to the neat matrix. At low fiber concentrations it may even lead
to composite viscosity lower than that of the neat PP. Second,
when the amount of compatibilizer remains unchanged at differ-
ent fiber concentrations, the wetting between the matrix and
fibers becomes different. In addition, the adhesion depends on
the degree of grafting (amount of maleic anhydride) and the
length of the grafted chains. Considering all said above and that
the fibers used are of very different morphologies (see Fig. 1),
no compatibilizer was used in this work.
The extruder was a Clextral BC21 with a centerline
distance of 21mm and a screw length of 900mm. The global
flow rate was 7 kg/h and the screw speed was 200 rpm. The
compounding temperature was set at 190 C, but the maxi-
mum measured temperature at the die exit was 195 C. The
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temperature rise is caused by the viscous heating. After com-
pounding, the composite was granulated into pellets. Disks
of 1.5mm in thickness and 25mm in diameter were made
with a lab injection machine (Thermo Scientific HAAKE
MiniJet II) for the rheological experiments. The injection
temperature, mould temperature, injection, and holding pres-
sures were 190 C, 50 C, 500 bars, and 100 bars,
respectively.
C. Fiber size measurement
Fiber length and diameter distributions after compounding
were determined by dissolving the matrix (PP) in Decalin at
170 C during 2 h under gentle stirring (see details in Le
Moigne et al. [13] and Le Duc et al. [14]). It was previously
demonstrated that Decalin is not affecting cellulosic fibers
[13,14,24–26]. The amount of Decalin was such that the final
fiber concentration in the mixture is less than 10wt. % to
avoid fiber overlapping and facilitate the size measurements.
No filtration was used to avoid losing small fibers. A few
drops of PP-decalin-fiber suspension were deposited on a
glass plate. Stirring was performed before taking a droplet of
suspension in order to avoid sedimentation of large fibers. The
droplet was analyzed by using a Leica DP 4500 optical micro-
scope in transmission mode equipped with a high resolution
3-CDD numerical camera (JVC KY-F75U, 1360 1024




The fiber size analysis was performed on cartography
built-up from 100 images per composite formulation. The
measurement of fiber size was done semiautomatically. After
selecting the fiber pattern “by hand,” a numerical calliper
integrated in the image acquisition software enabled the
measurement of each fiber length and diameter. The statisti-
cal analysis was based on 200 fibers per sample. Each formu-
lation was analyzed at least three times giving an error range
of 10% in fiber size. The smallest size that was taken into
account is 10 lm.
D. Dynamic rheology
Rheological measurements were performed in dynamic
mode (small amplitude oscillatory shear) on Anton Paar
rheometer MCR 302, using parallel plate geometry with
25mm as diameter and 1mm as gap. The rheological meas-
urements were performed for a frequency range from 100 to
0.1 rad/s and for three different temperatures 180, 190, and
200 C. The lowest frequency was chosen such that the dura-
tion of experiment was less than 20min, which is within the
thermal stability time of composites. The strain was fixed at
1% over all tests, ensuring that all composites were in the
linear viscoelastic regime.
III. RESULTS
A. Analysis of fiber dimensions and orientation in
composites
To interpret the rheological results obtained for the mol-
ten composites, fiber dimensions must be determined. It is
known that lengths and diameters of natural fibers decrease
during compounding [8,13,14]. For glass fiber-based compo-
sites, it was demonstrated that the fiber breakage after com-
pounding is far larger as compared to after injection
moulding [27–30]. In the present work, a lab-scale injection
molding machine was used to prepare the disks for the rheo-
logical experiments. Several reasons can explain why the
fiber breakage can be neglected in this machine compared to
a conventional injection molding one: (i) melting is driven
by a heat conduction system, which does not damage fibers
compared to the screw-barrel system; (ii) the path from the
reservoir to the mold is shorter; and (iii) the injection speed
is lower and thus the viscous stresses too. In addition, the
gate dimensions, 2mm as length and l.5mm as diameter, are
much larger than fiber size coming out from extruder after
compounding. Thus, we suppose that a negligible fiber
breakage occurred during the injection moulding step.
Fiber length L and diameter D were measured before and
after compounding and for composites of each concentration.
The statistical analysis was carried out to determine size dis-
tributions and average lengths and diameters weighted in
number (subscript “n”) and in weight (subscript “w”): Ln,
Dn, and aspect ratio (L/D)n and Lw, Dw and aspect ratio
(L/D)w. Both types of values are indicated because they
show different weights among fiber sizes.
FIG. 1. Images of the fibers before processing taken with optical microscope: (a) flax fibers and (b) TencelV
R
fibers.
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Figure 2(a) shows a comparison between the length distri-
bution of flax fibers as delivered and after compounding for
two composites with 10 and 30wt. % flax. All three distribu-
tions are similar but the amount of short fibers increases
after compounding, indicating a fiber breakage. The increase
of fiber concentration also leads to the decrease of fiber length,
see Table I. Figure 2(b) compares the distribution of fiber
diameter before and after compounding. The number of fibers
with large diameter (D> 100lm) decreased after compound-
ing. This means that a part of the bundles was dissociated. The
increase in fiber concentration also leads to a decrease in diam-
eter, as depicted in Table I, from 48 lm for the initial flax
fibers to 28lm in the 30wt. % composite. Considering that the
diameter of flax elementary fiber is around 10–15lm, a large
amount of flax fibers remained in bundles.
In the case of Tencel
VR
, the only variable is the length as
the diameter remains constant. Few small particles may
appear because of fibrillation, but this was not taken into
account. Tencel
VR
length distributions before compounding
and for 10 and 30wt. % Tencel
VR
/PP composites are given in
Fig. 3. As for flax composites, the length of Tencel
VR
decreases
after compounding. The largest breakage occurs at 30wt. %
by almost 30% as compared to the initial fibers.
Table I shows the evolution of (L/D)n and (L/D)w with
fiber concentration for Tencel
VR
and flax composites. For
Tencel
VR
fibers, the aspect ratio decreases when concentration
increases from (L/D)n¼ 30 as delivered to (L/D)n¼ 20 at
30wt. %. For flax (L/D)n remains almost constant around 15
and (L/D)w slightly decreases from 20 as delivered to 17 at
30wt. %. For the compounding conditions used, length and
diameter of flax fibers decrease keeping the aspect ratio prac-
tically unchanged. Despite their shorter length, Tencel
VR
fibers exhibit a higher aspect ratio compared to flax. The rea-
son is that some flax bundles are not dissociated during com-
pounding even in highly concentrated composites.
The orientation of fibers was qualitatively studied by
observing two cross-sections parallel to the disk circumfer-
ence at 100 lm depth (close to sample surface) and 750 lm
depth (midplane). The cross sections were obtained by pol-
ishing and imaged by optical microscopy in reflection. The
main trend is that both Tencel
VR
and flax are oriented parallel
to the main disk surface (see examples of images in the
FIG. 2. Length (a) and diameter (b) distributions before and after com-
pounding in 10 and 30wt. % flax/PP composite.
TABLE I. Number and weight average length, diameter and aspect ratio for flax and TencelV
R
fibers. Fiber concentration is shown as weight and volume frac-
tion considering flax and Tencel
VR
density being 1.5 g/cm3.
Length, L (lm) Diameter, D (lm) Aspect ratio, L/D
Fiber type wt/vol. % in composite Ln Lw Dn Dw (L/D)n (L/D)w
Flax Before compounding 450 458 48 84 15 20
5/3.6 433 478 35 46 15 18
10/6.3 413 472 34 49 16 21
20/13.1 434 469 39 60 15 18
30/20.5 422 477 39 54 14 17
Tencel
VR
Before compounding 300 338 10 10 30 34
5/3.6 240 294 10 10 24 29
10/6.3 242 318 10 10 24 32
20/13.1 234 306 10 10 24 31
30/20.5 195 264 10 10 20 26
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supplementary material, Fig. S1 [31]). At a given cross sec-
tion, fibers are randomly oriented at the middle of the disk,
and aligned along the disk edge. The quantification of the
fiber orientation in the disk is a complicated topic which
must be separately investigated. Flax and Tencel fibers can
be curved, which disables the use of approaches developed
for characterizing the orientation of rigid fibers in injection
moulded parts.
B. Dynamic rheology
1. Preliminary results: Influence of the gap size,
preshear and temperature
The influence of the gap size on the rheological properties
of composites was checked in the view of potential boundary
effect. The viscosity of 20wt. % Tencel
VR
/PP and 20wt. %
flax/PP composites measured with the gaps of 0.75, 1, and
1.25mm at 190 C is shown in Fig. S2 of the supplementary
material [31]. No influence of the gap size was recorded
within experimental errors. The reason is that fibers are ori-
ented parallel to disk surfaces, and thus parallel to rheometer
plates. Hence, it is the diameter and not the length that has to
be considered when comparing fibers’ size to the gap. The
diameter of Tencel
VR
fibers is 10–11 lm and that of the thick-
est flax bundles is smaller than 200 lm, as shown in Fig. 2.
Therefore, boundary effect can be excluded.
Reproducibility and the influence of preshear were stud-
ied. Figure S3 of the supplementary material [31] shows an
example of viscosity vs frequency dependence for 20 wt. %
Tencel
VR
/PP composite at 190 C for three independent meas-
urements. The results are reproducible. Figure S4 of the sup-
plementary material [31] shows an example of the influence
of preshear on the viscosity of 20wt. % flax/PP and 20wt. %
Tencel
VR
/PP composites, both at 190 C. A slight viscosity
decrease with the increase of preshear rate was recorded
for flax-based composite, while practically no influence of
preshear on Tencel
VR
/PP system was observed. A similar
result for flax composites at low preshear was reported by
Sojoudiasli et al. [8]. We did not preshear the composites in
order to keep the initial fiber orientation in the injected disks
for both types of fibers.
The thermal stability of composites was also checked.
Whereas a slight decrease in G00 after 1 h of shear is obtained
at high fiber concentrations, it remains within 5% deviation
{see Figs. S5(a)–S5(c) of the supplementary material [31]}.
Considering that the duration of the frequency sweep test is
20 min, we can thus accept that no viscosity variation within
the experimental errors was recorded.
2. Influence of fiber concentration on composite
viscoelastic properties
Figures 4(a) and 4(b) show complex viscosity g and tan
d¼G00/G0 (where G0 and G00 are elastic and viscous moduli,
FIG. 3. TencelV
R




FIG. 4. Complex viscosity (a) and tan d (b) vs frequency at 190 C for the
neat PP and flax/PP composites with 10, 20, and 30wt. % flax.
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respectively) as a function of frequency x at 190 C for the
neat PP and composites with 10, 20, and 30wt. % of flax.
Similar results were obtained for Tencel
VR
-based composites
(not shown). Neat PP shows a classical rheological behavior
with a Newtonian plateau at low frequencies and shear thin-
ning at higher frequencies. The viscosity gets greater and the
Newtonian plateau disappears as the fiber content increases.
The tangent of phase angle d represents to what extent the
system is more viscous or more elastic. Over all studied sys-
tems tand is greater than 1 throughout the whole range of
studied frequencies [Fig. 4(b)]. The lower the frequency is,
the higher the tan d is. An increase in fiber concentration
leads to a decrease of tan d, indicating an increase of system
elasticity which is more pronounced at low frequencies. For
30 wt. % flax/PP composite, tan d is close to 2 at low fre-
quencies and to 1 at high frequencies. For glass fiber
reinforced thermoplastics, G00/G0 is usually found to be
higher than 1, independent of glass fiber content and equal to
that of the matrix [32,33]. For glass fiber reinforced PP, it
was also reported that G00/G0> 1 [34,35]; at low frequencies
tan d decreased with fiber content, and at high frequencies it
remained constant. For 50wt. % flax reinforced highly con-
centrated PP Le Moigne et al. [7] found that tan d< 1.
Figures 5(a) and 5(b) show G0 and G00 of neat PP and of
composites with 10 and 30wt. % of Tencel
VR
and flax. The
higher the fiber concentration is, the higher both moduli are.
This effect is more pronounced at low frequencies and espe-
cially for Tencel
VR
-based composites. According to Maxwell
model of viscoelastic fluids, G0 xx and G00 xy with x¼ 2
and y¼ 1 at low frequencies. For the neat PP, x¼ 1.6 and
y¼ 0.98. The deviation of x exponent from the model value
may be due either to the polydispersity of the polymer or
simply to the limitation of the low frequency range. Both
exponents decrease when fiber concentration increases. This
trend is more pronounced for Tencel
VR
-based composites. For
example, for 10wt. % composites x¼ 0.86 and y¼ 0.92 for
flax/PP and x¼ 0.84 and y¼ 0.73 for TencelVR /PP while for
30wt. % composites x¼ 0.53 and y¼ 0.56 for flax/PP and
x¼ 0.32 and y¼ 0.29 for TencelVR /PP. The low-frequency
plateaulike G0 and G00 for the concentrated TencelVR -based
composites is a sign of a solidlike behavior of the system.
This phenomenon is correlated with the loss of the Newtonian
plateau on the viscosity-frequency dependence (Fig. 4).
Figures 4 and 5 suggest that both types of concentrated
composites are yield stress fluids. Two methods can be used
for the determination of the apparent yield stress. The first
one consists of extrapolating the shear stress vs shear rate (or
frequency) to zero shear rate (or frequency) (see, for exam-
ple [36,37]. The second consists of using a modified
Herschel–Bulkley model and plotting the viscosity vs
complex modulus or shear stress (see, for example [37,38]).
The viscosity increases asymptotically as the shear stress
decreases. The asymptotic value enables deducing the appa-
rent yield stress. Both methods need an extrapolation at low
shear stress or shear rate, which may lead to some differen-
ces among apparent yield stress values.
We tested these methods for the composites studied {see
examples in Figs. 6(a) and 6(b) and also Fig. S6 of the sup-
plementary material [31]}. The extrapolation of the flow
curve to zero frequency is always possible whatever the level
of the yield stress. With the second method, the increase of
viscosity is sharp for Tencel
VR
composites for the two highest
concentrations, but it is not well pronounced for flax fiber
case (see Fig. S6 of the supplementary material [31]). It
would be necessary to make measurements at lower frequen-
cies, but this is not possible because of long measurement
time leading to fiber thermal degradation.
Both methods lead to similar values of the apparent yield
stress for Tencel
VR
composites [Figs. 6(a) and 6(b)].
Therefore, we used the first method for investigating the
influence of fiber type and concentration (here, volume frac-
tion /) on the apparent yield stress for two temperatures,
180 and 200 C (Fig. 7). It should be noted that at fibers’
concentration below 10wt. % (equivalent to 6 vol. %) the
apparent yield stress is very low, below 1 Pa, and thus should
FIG. 5. Storage G0 (a) and loss (G00) (b) moduli vs frequency at 190 C for
the neat PP and 10wt. % and 30wt. % Tencel
VR
/PP and flax/PP composites.
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be considered with care. The apparent yield stress is signifi-
cant for Tencel
VR
fibers at concentration larger than 10wt. %,
and for flax fibers at 30wt. %. The apparent yield stress
increases with the concentration increase, and is higher for
all Tencel
VR
-based composites (Fig. 7).
The apparent yield stress-concentration data were fitted
with Eq. (2) (solid lines in Fig. 7). In both cases, the apparent
yield stress is proportional to fiber volume fraction in the
power 3 within 10% deviation, as predicted by Bennington
et al. [23] [b¼ 3 in Eq. (2)]. It is difficult to predict the other
exponents in Eq. (2) because there are too many variables
and the influence of temperature on fiber Young’s modulus
is not known. Supposing that the apparent yield stress is
proportional to (L/D)n (Table I) in power 2 as suggested by
Bennington et al. [23] and taking the mean values of the
elastic modulus for each type of fiber, ETencel¼ 13GPa and
Eflax¼ 70GPa (see Sec. II), a rough estimation of the expo-
nent c for the dependence of the apparent yield stress on
Young’s modulus gives 0.88< cTencel< 1.17 for Tencel
VR
-
based composites and 0.30< cflax< 0.61. cTencel fits well the
theoretical prediction (c¼ 1). For flax-based composites the
reason of the deviation of the exponent from the theoretical
value can be due to the huge fibers heterogeneity: the
bundles with different number of elementary fibers induce a
large variation in “fiber” elastic modulus (the modulus of an
elementary fiber is higher than that of a bundle [15,16]). The
composition of fibers, i.e., the ratio between cellulose, lignin,
FIG. 6. Illustration of determination of apparent yield stress, example for
190 C: (a) extrapolation of shear stress vs frequency to zero frequency for
30 and 10 wt. % Tencel
VR
/PP and flax/PP composites and (b) viscosity vs
shear stress for the neat PP and 10, 20, and 30wt. % Tencel
VR
/PP, apparent
yield stress is shown by arrows.
FIG. 7. Apparent yield stress evolution with fiber volume fraction for
Tencel
VR
/PP (dark symbols) and flax/PP (open symbols) composites at 180
and 200 C; lines are power law approximations according to Eq. (2).
FIG. 8. Viscosity vs frequency for the neat PP, 30% flax/PP, and 30%
Tencel
VR
/PP composite at three temperatures: 180 (squares), 190 (triangles),
and 200 C (circles).
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pectin, hemicelluloses, and waxes, also varies from bundle
to bundle, inducing a difference in their moduli.
3. Viscosity-temperature dependence
It is known that the viscosity of classical polymer melts
decreases when temperature increases. Figure 8 shows an
example of complex viscosity-frequency dependence for the
case of the neat PP and 30wt. % flax and Tencel
VR
composite
at different temperatures (180, 190, and 200 C). Similar
results were obtained for other fiber concentrations. As
expected, viscosity decreases when temperature increases for
all studied systems. Master plots were built using time-
temperature superposition principle, and shift factors aT for
each composite were determined. Figure 9 shows examples
for the neat PP, 30wt. % flax/PP and 30wt. % Tencel
VR
/PP
composites. Similar time-temperature superposition fits was
reported for glass/PP composites [39]. Temperature depend-
ence of this factor is known to obey Eq. (3) enabling the
calculation of the activation energy Ea








where R is the universal gas constant, T is the temperature in
K, and T0 is the reference temperature (here 463K).
Figure 10 shows the activation energy for both Tencel
VR
and flax based composites as a function of fiber concentra-
tion. Ea increases with fiber content for both types of fibers
being higher for composites with Tencel
VR
. The difference of
activation energy between both fibers increases with the fiber
concentration.
The activation energy of viscous flow is historically
derived from thermodynamic considerations. Flow is seen as
a local transition of a molecule or a group of molecules
between one state (position before flowing) to another (posi-
tion after flow occurred) having to overcome an energy
barrier [40–43]. For polymer solutions, the activation energy
thus inevitably increases as the polymer concentration gets
larger. For polymer melts, the activation energy depends on
the proximity to glass transition temperature, on polymer mo-
lecular weight to a certain extent, chain flexibility, type and
amount of side chains, and on chain-chain interactions. For
molten composites, two opposite trends for the activation
energy dependence as a function of fiber content were reported
in the literature. For coir/PP composite Ea increases from about
40 kJ/mol for the neat PP to about 80 kJ/mol for 30wt. % coir/
PP system [44], which is interpreted by polymer melt
“dragging” the inert fibers into fluid motion that needs a higher
energy than when flowing without fibers. Conversely, for sisal
fiber/poly(butylene succinate) composites Ea decreased from
35kJ/mol for the neat polymer to 1–2 kJ/mol for 50wt. % sisal
composite [45] and for glass fibers/PP composites from 10kJ/
mol for the neat PP to 6 kJ/mol for 30wt. % glass fibers [43].
The reason is probably related to the assessment of Ea within a
shear thinning regime. Our results have shown that increasing
fiber concentration in composites leads to a higher activation
energy. We believe that fibers prevent polymer chains to move
as they would do without them. The increase of fiber concen-
tration also leads to more interactions among fibers (friction,
overlapping, etc.) and between fibers and matrix. An additional
energy for flowing is then needed. A quantitative interpretation
of fiber content-activation energy dependence of composites
requires a separate study.
IV. DISCUSSION
All results presented above demonstrate that composites
with Tencel
VR
fibers show higher viscosity, elasticity, appa-
rent yield stress, and activation energy as compared to flax-
based composites at the same fiber concentration. Several
reasons can be given to explain this finding. One is related to
FIG. 9.Master plots of the neat PP, 30wt. % flax/PP, and 30wt. % TencelV
R
/
PP at the reference temperature 190 C.
FIG. 10. Activation energy evolution with fiber concentration for TencelV
R
/
PP and flax/PP composites; zero fiber content corresponds to the neat PP.
The dashed lines are given to guide the eye.
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the number of fibers per unit volume: at the same fiber con-
tent, the number of Tencel
VR
fibers is higher than that of flax,
as far as flax diameter is at least three to ten times larger than
that of Tencel
VR
[see Fig. 2(b) for flax, Tencel
VR
diameter is
10–11lm]. After compounding, a part of flax was dissoci-
ated into elementary fibers (diameter around 10–15 lm), but
another part remained in bundles with the elementary fibers
glued together by lignin and pectin. Figure 11 shows pictures
of polished surfaces at the depth of 100 lm parallel to rheol-
ogy disk surface. The number of Tencel
VR
fibers is larger than
that of flax fibers. Table II shows the number of fibers Ni per




Ni ¼ 4/pLiDi2 ; (4)
where subscript “i” is “n” or “w” corresponding to length
and diameter weighted either in number or in weight, respec-
tively. Based on the average length and diameters (which is
a simplification of the real distribution), the number of
Tencel
VR
fibers is found to be from 20 to 50 times larger than
that of flax. The analysis of the distribution of both fiber
length and diameter in natural fiber-based composite is thus
a key point for the understanding of composite rheological
properties and, as a consequence, for predicting composite
behavior during injection.
Another reason is that the transition between the semidi-
lute and concentrated regimes occurs at lower concentration
for Tencel
VR
fibers as compared to flax, as far as (L/D)Tencel is
higher than (L/D)flax at all studied composite concentrations.
For Tencel
VR
-based composites, this transition is from 3 to 5
vol. % depending on the way L/D is calculated (average in
weight or in number), and for flax-based composites it is
around 6–7 vol. % (Table I). High dispersion in fiber dimen-
sions (Figs. 1–3) and wide L/D distribution do not allow the
calculation of an exact value of the transition concentration.
Both factors, the number of fibers per unit volume and the
transition concentration, can be at the origin of a more devel-
oped network made by Tencel
VR
, which induces higher
viscosity, elasticity and apparent yield stress.
Finally, the fiber flexibility is an important reason to reveal
why Tencel
VR
-based composites show a higher viscosity as
compared to flax based, as discussed in the Introduction [21],
see Eq. (1). We calculated fiber intrinsic flexibility F*¼ 64=
pðL=DÞ41=E, excluding the influence of the shear stress and
fiber concentration. We used both aspect ratios, (L/D)n and
(L/D)w, to give the range of intrinsic flexibility values that we
call Fn* and Fw*, respectively. The results are presented in
Table III. Because it is impossible to prepare flax and
Tencel
VR
-based composites with the same fiber aspect ratio
using the same processing conditions, the intrinsic flexibility
F* reflects the influence of both fiber aspect ratio and
FIG. 11. Optical microscopy images of polished surfaces at the distance 100lm from the surface of the injected disk for 20wt. % flax (a) and TencelV
R
(b)
composites. The bar scale represents 500lm.
TABLE II. Number of fibers in composite per 1mm3 calculated with
Eq. (4).
Fiber concentration Fiber type Nn Nw
5wt. %/3.6 vol. % Flax 8.65 101 4.53 101
(L¼ 433, D¼ 35) (L¼ 478, D¼ 46)
Tencel
VR
1.91 103 1.56 103
(L¼ 240, D¼ 10) (L¼ 295, D¼ 10)
10wt. %/6.3 vol. % Flax 1.67 102 7.08 101
(L¼ 415, D¼ 34) (L¼ 472, D¼ 49)
Tencel
VR
3.32 103 2.52 103
(L¼ 242, D¼ 10) (L¼ 318, D¼ 10)
20wt. %/13.1 vol. % Flax 2.53 102 9.88 101
(L¼ 434, D¼ 39) (L¼ 469, D¼ 60)
Tencel
VR
7.04 103 5.45 103
(L¼ 237, D¼ 10) (L¼ 306, D¼ 10)
30wt. %/20.5 vol. % Flax 4.07 102 1.88 102
(L¼ 422, D¼ 39) (L¼ 477, D¼ 54)
Tencel
VR
1.34 104 9.89 103
(L¼ 195, D¼ 10) (L¼ 264, D¼ 10)
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Young’s modulus. Tencel
VR
fibers are at least one order of
magnitude more flexible than flax fibers because of higher as-
pect ratio and lower elastic modulus (Table III). As discussed
in the Introduction, the composites containing more flexible
fibers possess a higher viscosity due to the enhancement of
fiber-fiber interactions. Higher apparent yield stress, viscos-
ity, and elasticity of Tencel
VR
-based composites as compared
to flax composites is hence in line with the finding of
Keshtkar et al. [21] related to the influence of fiber flexibility.
V. CONCLUSIONS
Viscoelastic properties in the linear regime of Tencel
VR
and flax PP molten composites were studied using oscillatory
rheology. Fiber concentration was varied from 5 to 30wt. %
(corresponding to 3.6–20.5 vol. %, respectively), and com-
posite temperature was from 180 to 200 C. TencelVR is a
man-made 100% cellulose-based flexible fiber with a uni-
form diameter (around 10 lm), while flax is a mixture of
semirigid elementary fibers and rigid bundles made of
several elementary fibers assembled together. The analysis
of fiber dimensions in composites showed that fibers were
broken during compounding. Tencel
VR
aspect ratio is higher
than that of flax over all studied concentrations. The majority
of flax remained as nondissociated bundles with diameter
varying from 20 to 80 lm.
The activation energy was calculated from viscosity-
temperature dependence for all studied concentrations.
When fiber content increases, the activation energy becomes
larger, which is interpreted by the supplementary energy
needed to flow a composite compared to the neat polymer
matrix.
The increase in fiber concentration led to greater viscos-
ity, elastic and viscous moduli, and apparent yield stress.
The apparent yield stress was explained by the formation of
fiber network structure above the percolation concentration.
At a given fiber concentration dynamic viscosity, elastic, and
viscous moduli, apparent yield stress and activation energy
were higher for Tencel
VR
-based composites as compared to
flax-based ones. Several reasons are behind this phenom-
enon. One is that the number of Tencel
VR
fibers in the com-
posite is higher as compared to flax fibers which remained
mostly in bundles after compounding. Tencel
VR
-based com-
posites are far more elastic than flax based ones because their
fiber aspect ratio is greater. Finally, a parameter quantifying
fiber flexibility was applied to the studied composites. It was
demonstrated that Tencel
VR
fibers, having higher aspect ratio
and lower elastic modulus compared to flax, are more flexi-
ble than flax. For the same given fiber concentration, higher
flexibility and larger number of fibers would result in a larger
number of fiber-fiber interactions. This, in turn, leads to
higher composite viscosity, apparent yield stress, and activa-
tion energy.
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